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529.0 mm (20.8 in)

108.0 mm (4.3 in)

65.0 mm 
(2.6 in)

Screen sharing Video conferencing Digital signage Remote management Emergency alerts
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Meetings, solved.

Jabra PanaCast U30 runs Airtame, so the room is ready for wireless screen sharing and any 
conferencing platform from day one. Share wirelessly from any device without the need to switch 
inputs, settings, or rooms. Connect a laptop with a single USB-C cable when you need a wired 
fallback.  


Built for small meeting rooms and huddle spaces up to 6 people, the combination gives IT one 
device and one license to manage instead of several. Manage the room through Airtame Cloud and 
Jabra Plus — screens, content, and device health, all from one place.
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Software  
specifications

Name, Pairing code, or IP address

Set upNew Airtame device found

GH Screen

DE Screen

PW
Share window Share screen

Settings

RG Screen

TY Screen

SG Screen

QuitPreferences

Screen sharing

Screen share from any device, Laptop, tablet, or phone

Share browser tab, window, or whole screen

Share directly from the browser without an app

Video and Audio sharing

Name, Pairing code, or IP address

Meeting Room
Set upNew Airtame device found

CameraGH Screen

MicrophoneDE Screen

Speaker volumePW
Join call Share window Share screen

Settings

Share screenRG Screen

Show meeting infoTY Screen

SG Screen

Leave call
QuitPreferences

Video conferencing

J oin Teams, Zoom, Meet, and Webex meetings - no 
locked-in...

W ide-angle lens with intelligent conversation framing 
for up to 6 people

Si x-microphone array with full-duplex sound

U SB-C cable connection available as a wired fallback

Remote management

Access and manage Airtame 
screens from anywhere via 
Airtame Cloud

M onitor device health and 
receive alerts when devices go 
offline

Schedule power management 
and automatic firmware updates

O rganize screens in groups by 
room or location

Digital signage

D isplay content on the room 
screen between meetings

I ntegrations with Google Slides, 
PowerPoint, Canva, Power BI, 
and more

Schedule content to appear at 
specific times

T rigger emergency alerts 
through Airtame Cloud

Emergency Alerts

I nterrupt screens sharing and 
video calls with emergency alerts

Supported with A PIs for easy 
integration to CAP and custom 
setups

Already wor ks with Raptor, 
CrisisGo, InformaCast, Omnilert, 
and more…

Show custom “All clear” messages 
when the emergency is over

T rigger using Airtame Cloud
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Hardware 
specifications

Device: Jabra PanaCast U30 + Virtual 
Airtame

Interface

Camera Remote Management

Airtame license — Core vs. Hybrid

HybridCore

Screen sharing

Digital signage

Emergency alerts

Remote management

Automatic firmware 
updates

Zero touch deployment

Dual screen support

Video conferencing

Video input: 1 x HDMI

Video output: 1 x HDMI

Content sharing: HDMI input, USB-C (DP-Alt mode)

Connectivity:  WiFi (802.11 a/b/g/n/ac), Ethernet 
(RJ45), USB-C, USB-A

Bluetooth: 5.2

Resolution: 4K

Field of view: Horizontal 120° · Vertical 61°

Zoom: Up to 3x lossless digital zoom

Framing: Intelligent Zoom, Dynamic 
Composition

Audio Device dimensions

Microphones: 6-mic array

Speaker frequency range: 80 Hz – 20,000 Hz

Sound: Full-duplex, echo 
cancellation

Package dimensions

Software

Operating system: Android 13

WarrantyDevice management: Jabra Plus, Airtame Cloud

What's in the box
Jabra PanaCast 

U30
Regional 

power cable
Power 
supply

Privacy 
cover

Wall 
mount

USB-C to USB-C 
cable (1.8m)
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PanaCast U30 529 x 108 x 65 mm, (20.83 × 4.25 × 2.56 in) 

PanaCast U30: 590 x 210 x 110 mm , (23.2 x 8.4 x 4.5 in)

Hardware: 2 years


